
CARATTERISTA characteristic 
NORME DI RIFERIMENTO                           

reference norm  

VALORE                           

value 

TOLLERANCE            

tollerance

DENSITA' NETTA                                                                                      

net density 
ISO 845 : 1988 28-31 kg/m3 ± 5%

RESISTENZA ALLA COMPRESSIONE 40%                                       

compression load deflection 40% 
ISO 3386/1 : 1986 2,5-3,5 kPa ± 15%

CARICO A ROTTURA                                                                                        

tensile strength 
ISO 1798 : 1997 90 kPa Min.

ALLUNGAMENTO A ROTTURA                                                                                        

elogation at break 
ISO 1798 : 1997 130% Min.

DEFORMAZIONE PERMANENTE                                                                               

compression set 
ISO 1856 : 2000 5,0% Max

COLORI                                                                                      

colours  

TECHNICAL DATA SHEET REV. NR.00/13.06.2016

HR 3028

GIALLO yellow



CARATTERISTA characteristic 
NORME DI RIFERIMENTO                           

reference norm  

VALORE                           

value 

TOLLERANCE            

tollerance

DENSITA' NETTA                                                                                      

net density 
ISO 845 : 1988 28-31 kg/m3 ± 5%

RESISTENZA ALLA COMPRESSIONE 40%                                       

compression load deflection 40% 
ISO 3386/1 : 1986 3,3-4,3 kPa ± 15%

CARICO A ROTTURA                                                                                        

tensile strength 
ISO 1798 : 1997 80 kPa Min.

ALLUNGAMENTO A ROTTURA                                                                                        

elogation at break 
ISO 1798 : 1997 110% Min.

DEFORMAZIONE PERMANENTE                                                                               

compression set 
ISO 1856 : 2000 5,0% Max

COLORI                                                                                      

colours  

TECHNICAL DATA SHEET REV. NR.00/13.06.2016

HR 3036

BIANCO white



                                                                                                                                                                                                        

CARATTERISTA characteristic 
NORME DI RIFERIMENTO                           

reference norm  

VALORE                           

value 

TOLLERANCE            

tollerance

DENSITA' NETTA                                                                                      

net density 

UNI EN ISO 845                                       

DIN 53420
35 kg/m3 ± 5%

RESISTENZA ALLA COMPRESSIONE 40%                                       

compression load deflection 40% 

UNI EN ISO 3386                                                                                   

BS 4443 P1 met.7 - DIN 53577 
3,0 kPa ± 15%

INDENTAZIONE 25%                                                   

identation deflection 25%  

UNI EN ISO 2439 met.B                                                   

DIN 53576/B
90 N ± 15%

INDENTAZIONE 40%                                                   

identation deflection 40%  

UNI EN ISO 2439 met.B                                                    

DIN 53576/B
115 N ± 15%

INDENTAZIONE 65%                                                   

identation deflection 65%  

UNI EN ISO 2439 met.B                                                    

DIN 53576/B
215 N ± 15%

RESA ELASTICA                                                                                        

ball rebound 

UNI EN ISO 8307                                      

ASTM D-3574
65% ± 10%

CARICO A ROTTURA                                                                                        

tensile strength 

UNI EN ISO 1798                                        

DIN 53571
110 kPa Min.

ALLUNGAMENTO A ROTTURA                                                                                        

elogation at break 

UNI EN ISO 1798                                     

DIN 53571 
130% Min.

FATICA DINAMICA                                                                                    

dynamic fatigue
UNI 6356 Pt.2 18% Max

DEFORMAZIONE PERMANENTE 50%                                                                                        

compression set 50% 

UNI EN ISO 1856                                                                                                                                       

DIN 53572 - BS 4443 P1 met - 6A
3,0% Max

DEFORMAZIONE PERMANENTE 75%                                                                                        

compression set 75% 

UNI EN ISO 1856                                                                                                                                                                                                 

DIN 53572 - BS 4443 P1 met - 6A
4,0% Max

COLORI                                                                                      

colours  

COMPORTAMENTO AL FUOCO SECONDO LE NORME                                                                               

flame test according to  

TECHNICAL DATA SHEET REV. NR.00/09.03.16

HT 35

BIANCO white                                                                                                                                                               

ROSA pink 

MVSS Motor Vehicle Safety STD 302                                                                                                                                                                                                                             

California Techinical Bulletin 117/2013                                                                           

IMO Resolution A 652 (16)                                                                                                       

Arrêté du 28 Août 1991 Classement M4                                                                                                                                                                            

UNI 9175 ( classe 1 IM)                                                                                                                                                                                                                                                                            



                                                                                                                                                                                                        

CARATTERISTA characteristic 
NORME DI RIFERIMENTO                           

reference norm  

VALORE                           

value 

TOLLERANCE            

tollerance

DENSITA' NETTA                                                                                      

net density 

UNI EN ISO 845                                       

DIN 53420
43 kg/m3 ± 5%

RESISTENZA ALLA COMPRESSIONE 40%                                       

compression load deflection 40% 

UNI EN ISO 3386                                                                                   

BS 4443 P1 met.7 - DIN 53577 
2,5 kPa ± 15%

INDENTAZIONE 25%                                                   

identation deflection 25%  

UNI EN ISO 2439 met.B                                                   

DIN 53576/B
70 N ± 15%

INDENTAZIONE 40%                                                   

identation deflection 40%  

UNI EN ISO 2439 met.B                                                    

DIN 53576/B
95 N ± 15%

INDENTAZIONE 65%                                                   

identation deflection 65%  

UNI EN ISO 2439 met.B                                                    

DIN 53576/B
185 N ± 15%

RESA ELASTICA                                                                                        

ball rebound 

UNI EN ISO 8307                                      

ASTM D-3574
70% ± 10%

CARICO A ROTTURA                                                                                        

tensile strength 

UNI EN ISO 1798                                        

DIN 53571
60 kPa Min.

ALLUNGAMENTO A ROTTURA                                                                                        

elogation at break 

UNI EN ISO 1798                                     

DIN 53571 
110% Min.

FATICA DINAMICA                                                                                    

dynamic fatigue
UNI 6356 Pt.2 16% Max

DEFORMAZIONE PERMANENTE 50%                                                                                        

compression set 50% 

UNI EN ISO 1856                                                                                                                                       

DIN 53572 - BS 4443 P1 met - 6A
2,5% Max

DEFORMAZIONE PERMANENTE 75%                                                                                        

compression set 75% 

UNI EN ISO 1856                                                                                                                                                                                                 

DIN 53572 - BS 4443 P1 met - 6A
3,5% Max

COLORI                                                                                      

colours  

COMPORTAMENTO AL FUOCO SECONDO LE NORME                                                                               

flame test according to  

TECHNICAL DATA SHEET REV. NR.00/09.03.16

HT 45

BIANCO white                                                                                                                                                               

GRIGIO grey

MVSS Motor Vehicle Safety STD 302                                                                                                                                                                                                                             

California Techinical Bulletin 117/2013                                                                           

IMO Resolution A 652 (16)                                                                                                       

Arrêté du 28 Août 1991 Classement M4                                                                                                                                                                            

UNI 9175 ( classe 1 IM)                                                                                                                                                                                                                                                                            



                                                                                                                                                                                                        

CARATTERISTA characteristic 
NORME DI RIFERIMENTO                           

reference norm  

VALORE                           

value 

TOLLERANCE            

tollerance

DENSITA' NETTA                                                                                      

net density 

UNI EN ISO 845                                       

DIN 53420
33 kg/m3 ± 5%

RESISTENZA ALLA COMPRESSIONE 40%                                       

compression load deflection 40% 

UNI EN ISO 3386                                                                                   

BS 4443 P1 met.7 - DIN 53577 
4,4 kPa ± 15%

INDENTAZIONE 25%                                                   

identation deflection 25%  

UNI EN ISO 2439 met.B                                                   

DIN 53576/B
140 N ± 15%

INDENTAZIONE 40%                                                   

identation deflection 40%  

UNI EN ISO 2439 met.B                                                    

DIN 53576/B
170 N ± 15%

INDENTAZIONE 65%                                                   

identation deflection 65%  

UNI EN ISO 2439 met.B                                                    

DIN 53576/B
315 N ± 15%

RESA ELASTICA                                                                                        

ball rebound 

UNI EN ISO 8307                                      

ASTM D-3574
53% ± 10%

CARICO A ROTTURA                                                                                        

tensile strength 

UNI EN ISO 1798                                        

DIN 53571
110 kPa Min.

ALLUNGAMENTO A ROTTURA                                                                                        

elogation at break 

UNI EN ISO 1798                                     

DIN 53571 
190% Min.

FATICA DINAMICA                                                                                    

dynamic fatigue
UNI 6356 Pt.2 25% Max

DEFORMAZIONE PERMANENTE 50%                                                                                        

compression set 50% 

UNI EN ISO 1856                                                                                                                                       

DIN 53572 - BS 4443 P1 met - 6A
2,0% Max

DEFORMAZIONE PERMANENTE 75%                                                                                        

compression set 75% 

UNI EN ISO 1856                                                                                                                                                                                                 

DIN 53572 - BS 4443 P1 met - 6A
3,0% Max

COLORI                                                                                      

colours  

TECHNICAL DATA SHEET REV. NR.00/09.03.16

LYMPHA 35

TABACCO brown 

Öko - Tex Standard 100 Rdp. Nr. 062694.O 



                                                                                                                                                                                                        

CARATTERISTA characteristic 
NORME DI RIFERIMENTO                           

reference norm  

VALORE                           

value 

TOLLERANCE            

tollerance

DENSITA' NETTA                                                                                      

net density 

UNI EN ISO 845                                       

DIN 53420
38 kg/m3 ± 5%

RESISTENZA ALLA COMPRESSIONE 40%                                       

compression load deflection 40% 

UNI EN ISO 3386                                                                                   

BS 4443 P1 met.7 - DIN 53577 
3,2 kPa ± 15%

INDENTAZIONE 25%                                                   

identation deflection 25%  

UNI EN ISO 2439 met.B                                                   

DIN 53576/B
95 N ± 15%

INDENTAZIONE 40%                                                   

identation deflection 40%  

UNI EN ISO 2439 met.B                                                    

DIN 53576/B
120 N ± 15%

INDENTAZIONE 65%                                                   

identation deflection 65%  

UNI EN ISO 2439 met.B                                                    

DIN 53576/B
240 N ± 15%

RESA ELASTICA                                                                                        

ball rebound 

UNI EN ISO 8307                                      

ASTM D-3574
63% ± 10%

CARICO A ROTTURA                                                                                        

tensile strength 

UNI EN ISO 1798                                        

DIN 53571
110 kPa Min.

ALLUNGAMENTO A ROTTURA                                                                                        

elogation at break 

UNI EN ISO 1798                                     

DIN 53571 
120% Min.

FATICA DINAMICA                                                                                    

dynamic fatigue
UNI 6356 Pt.2 18% Max

DEFORMAZIONE PERMANENTE 50%                                                                                        

compression set 50% 

UNI EN ISO 1856                                                                                                                                       

DIN 53572 - BS 4443 P1 met - 6A
3,0% Max

DEFORMAZIONE PERMANENTE 75%                                                                                        

compression set 75% 

UNI EN ISO 1856                                                                                                                                                                                                 

DIN 53572 - BS 4443 P1 met - 6A
4,0% Max

COLORI                                                                                      

colours  

COMPORTAMENTO AL FUOCO SECONDO LE NORME                                                                               

flame test according to  

Trattamento con prodotto che agisce da repellente da contatto inibendo gli acari e il degrado microbico. Principi attivi: BIT e Permetrina               

Treatment product that acts as a contact repellent inhibiting mites and microbial degradation. Active ingredients: BIT and Permethrin 

TECHNICAL DATA SHEET REV. NR.00/09.03.16

LYMPHA 40 HG

AZZURRO light blue                                                                                                             

TABACCO brown 

Öko - Tex Standard 100 Rdp. Nr. 062694.O 

MVSS Motor Vehicle Safety STD 302                                                                   

UNI 9175 (classe 1 im)                                                                               

California Technical Bulletin 117/2013 - Section 3



                                                                                                                                                                                                        

CARATTERISTA characteristic 
NORME DI RIFERIMENTO                           

reference norm  

VALORE                           

value 

TOLLERANCE            

tollerance

DENSITA' NETTA                                                                                      

net density 

UNI EN ISO 845                                       

DIN 53420
38 kg/m3 ± 5%

RESISTENZA ALLA COMPRESSIONE 40%                                       

compression load deflection 40% 

UNI EN ISO 3386                                                                                   

BS 4443 P1 met.7 - DIN 53577 
2,4 kPa ± 15%

INDENTAZIONE 25%                                                   

identation deflection 25%  

UNI EN ISO 2439 met.B                                                   

DIN 53576/B
70 N ± 15%

INDENTAZIONE 40%                                                   

identation deflection 40%  

UNI EN ISO 2439 met.B                                                    

DIN 53576/B
90 N ± 15%

INDENTAZIONE 65%                                                   

identation deflection 65%  

UNI EN ISO 2439 met.B                                                    

DIN 53576/B
190 N ± 15%

RESA ELASTICA                                                                                        

ball rebound 

UNI EN ISO 8307                                      

ASTM D-3574
67% ± 10%

CARICO A ROTTURA                                                                                        

tensile strength 

UNI EN ISO 1798                                        

DIN 53571
100 kPa Min.

ALLUNGAMENTO A ROTTURA                                                                                        

elogation at break 

UNI EN ISO 1798                                     

DIN 53571 
160% Min.

FATICA DINAMICA                                                                                    

dynamic fatigue
UNI 6356 Pt.2 16% Max

DEFORMAZIONE PERMANENTE 50%                                                                                        

compression set 50% 

UNI EN ISO 1856                                                                                                                                       

DIN 53572 - BS 4443 P1 met - 6A
3,0% Max

DEFORMAZIONE PERMANENTE 75%                                                                                        

compression set 75% 

UNI EN ISO 1856                                                                                                                                                                                                 

DIN 53572 - BS 4443 P1 met - 6A
4,0% Max

COLORI                                                                                      

colours  

COMPORTAMENTO AL FUOCO SECONDO LE NORME                                                                               

flame test according to  

Trattamento con prodotto che agisce da repellente da contatto inibendo gli acari e il degrado microbico. Principi attivi: BIT e Permetrina               

Treatment product that acts as a contact repellent inhibiting mites and microbial degradation. Active ingredients: BIT and Permethrin 

TECHNICAL DATA SHEET REV. NR.00/09.03.16

LYMPHA 40/M HG

VERDE CHIARO light green                                                                                                       

TABACCO brown 

Öko - Tex Standard 100 Rdp. Nr. 062694.O 

MVSS Motor Vehicle Safety STD 302                                                                   

UNI 9175 (classe 1 im)                                                                               

California Technical Bulletin 117/2013 - Section 3



                                                                                                                                                                                                        

CARATTERISTA characteristic 
NORME DI RIFERIMENTO                           

reference norm  

VALORE                           

value 

TOLLERANCE            

tollerance

DENSITA' NETTA                                                                                      

net density 

UNI EN ISO 845                                       

DIN 53420
48 kg/m3 ± 5%

RESISTENZA ALLA COMPRESSIONE 40%                                       

compression load deflection 40% 

UNI EN ISO 3386                                                                                   

BS 4443 P1 met.7 - DIN 53577 
3,8 kPa ± 15%

INDENTAZIONE 25%                                                   

identation deflection 25%  

UNI EN ISO 2439 met.B                                                   

DIN 53576/B
110 N ± 15%

INDENTAZIONE 40%                                                   

identation deflection 40%  

UNI EN ISO 2439 met.B                                                    

DIN 53576/B
140 N ± 15%

INDENTAZIONE 65%                                                   

identation deflection 65%  

UNI EN ISO 2439 met.B                                                    

DIN 53576/B
290 N ± 15%

RESA ELASTICA                                                                                        

ball rebound 

UNI EN ISO 8307                                      

ASTM D-3574
65% ± 10%

CARICO A ROTTURA                                                                                        

tensile strength 

UNI EN ISO 1798                                        

DIN 53571
120 kPa Min.

ALLUNGAMENTO A ROTTURA                                                                                        

elogation at break 

UNI EN ISO 1798                                     

DIN 53571 
140% Min.

FATICA DINAMICA                                                                                    

dynamic fatigue
UNI 6356 Pt.2 16% Max

DEFORMAZIONE PERMANENTE 50%                                                                                        

compression set 50% 

UNI EN ISO 1856                                                                                                                                       

DIN 53572 - BS 4443 P1 met - 6A
2,5% Max

DEFORMAZIONE PERMANENTE 75%                                                                                        

compression set 75% 

UNI EN ISO 1856                                                                                                                                                                                                 

DIN 53572 - BS 4443 P1 met - 6A
3,5% Max

COLORI                                                                                      

colours  

COMPORTAMENTO AL FUOCO SECONDO LE NORME                                                                               

flame test according to  

Trattamento con prodotto che agisce da repellente da contatto inibendo gli acari e il degrado microbico. Principi attivi: BIT e Permetrina               

Treatment product that acts as a contact repellent inhibiting mites and microbial degradation. Active ingredients: BIT and Permethrin 

TECHNICAL DATA SHEET REV. NR.00/09.03.16

LYMPHA 50 HG

GIALLO yellow

Öko - Tex Standard 100 Rdp. Nr. 062694.O 

MVSS Motor Vehicle Safety STD 302                                                                   

UNI 9175 (classe 1 im)                                                                               

California Technical Bulletin 117/2013 - Section 3



                                                                                                                                                                                                        

CARATTERISTA characteristic 
NORME DI RIFERIMENTO                           

reference norm  

VALORE                           

value 

TOLLERANCE            

tollerance

DENSITA' NETTA                                                                                      

net density 

UNI EN ISO 845                                       

DIN 53420
53 kg/m3 ± 5%

RESISTENZA ALLA COMPRESSIONE 40%                                       

compression load deflection 40% 

UNI EN ISO 3386                                                                                   

BS 4443 P1 met.7 - DIN 53577 
2,8 kPa ± 15%

INDENTAZIONE 25%                                                   

identation deflection 25%  

UNI EN ISO 2439 met.B                                                   

DIN 53576/B
60 N ± 15%

INDENTAZIONE 40%                                                   

identation deflection 40%  

UNI EN ISO 2439 met.B                                                    

DIN 53576/B
75 N ± 15%

INDENTAZIONE 65%                                                   

identation deflection 65%  

UNI EN ISO 2439 met.B                                                    

DIN 53576/B
135 N ± 15%

RESA ELASTICA                                                                                        

ball rebound 

UNI EN ISO 8307                                      

ASTM D-3574
8% ± 10%

CARICO A ROTTURA                                                                                        

tensile strength 

UNI EN ISO 1798                                        

DIN 53571
65 kPa Min.

ALLUNGAMENTO A ROTTURA                                                                                        

elogation at break 

UNI EN ISO 1798                                     

DIN 53571 
150% Min.

FATICA DINAMICA                                                                                    

dynamic fatigue
UNI 6356 Pt.2 30% Max

DEFORMAZIONE PERMANENTE 50%                                                                                        

compression set 50% 

UNI EN ISO 1856                                                                                                                                       

DIN 53572 - BS 4443 P1 met - 6A
1,5% Max

DEFORMAZIONE PERMANENTE 75%                                                                                        

compression set 75% 

UNI EN ISO 1856                                                                                                                                                                                                 

DIN 53572 - BS 4443 P1 met - 6A
2,0% Max

COLORI                                                                                      

colours  

Trattamento con prodotto che agisce da repellente da contatto inibendo gli acari e il degrado microbico. Principi attivi: BIT e Permetrina               

Treatment product that acts as a contact repellent inhibiting mites and microbial degradation. Active ingredients: BIT and Permethrin 

TECHNICAL DATA SHEET REV. NR.00/09.03.16

LYMPHA VE 50/T HG

BIANCO white                                                                                                                                                                       

VERDE CHIARO light green 

Öko - Tex Standard 100 Rdp. Nr. 062694.O 


